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CITY OF NEW YORK
DEPARTMENT OF ENVIRONMENTAL PROTECTION
BUREAU OF WATER AND SEWER OPERATIONS

ENGINEERING

CORING 12" TO 16" DIA. CONNECTIONS TO 4' -O"x 2' -8" OR LARGER BRICK SEWER
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2'-8" 4'-0" 6'-0" 6'-0" 3'-6"

3'-0" 4'-6" 6'-4" 6'-4" 3'-8"

3'-4" - 5'-0" 6'-8" 6'-8" 3'-10"

3'-8" 5'-6" 7'-0" 7'-0" 4'-0"

4'-0" 6'-0" 7'-4" 7'-4" 4'-2"

EXISTING BRICK SEI,/ER
SEE TABLE
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NOTE:

CORE - DIAMETER

18" BIT MAX,

BROOM CLEAN AND BRUSH OUTSIDE OF

THE SE'vIER PRIOR TO POURING CONCRETE,
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--r_-I-:~c=:;~~~::::-r-....-,--.r-; 1--- CONCRETE CLASS 40 (4000 PSI)

MIN.
6"

EXISTING BRIC
SEE TABLE

EXISTING BRICK ,$EI,/ER
SEE TABLE

6"x6"-2.9x2.9 1,/1,/

CONCRETE CLASS 4
(4000 PSI)
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SPECIFICATIONS FOR DRILL-IN/CORING OF BRICK SEWERS





