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Are there any provisions for chemicals to be used 

in the fire system? (e.g. anti-freeze rust 

inhibitors) 

NO 

YES Install 

RPZ 

Is the Fire Siamese Connection within 700 feet of 

an uncertified water supply? (e.g. Lake, Creek, 

River, Bay, Fire Cistern) 
YES Install RPZ 

NO 

Does The Facility Have A Fire Well? YES Install 

RPZ 

NO 

Is the fire service cross connected to a 

hazardous domestic service? 

YES Install 

RPZ 

DCV = approved Double Check Valve Assembly 

RPZ = approved Reduced Pressure Zone Device 

NO 

Install DCV 

General Domestic     General Fire Sprinkler/Standpipe 

 
           

Is the Nature of the Occupancy Categorically 

Hazardous? i.e. Hospitals, Medical Offices, Dry 

Cleaners, Sewage Treatment Plants, Mortuaries 

& Most Industrial Concerns. (see NYS DOH 

Guide for more examples) 

NO 

YES Install 

RPZ 

Is a defined risk present or anticipated? 

Examples: Acids, Pathogenic Material, Petro 

Chemicals, Caustics, Cyanides, Plating Solutions, 

Pesticides, Herbicides, Blood, Artificial Dyes & 

Biological Cultures 

YES Install 

RPZ 

NO 

Is facility air conditioned? 

Are there any heat 

exchangers? 

YES 

Does 

facility 

have a 

cooling 

tower? 

YES Install 

DCV 

NO 

NO 

Does the facility 

have a boiler? 
YES Treated boiler water? 

(e.g. rust inhibitors) 

Is this type of boiler 

usually treated? (e.g. 

steel, hp) 

YES Install 

DCV 

NO 

NO 

Does the facility have a roof tank? 

NO 

YES Install 

DCV 

Does the facility have a well? 

NO 

YES Install 

DCV 

Are there multiple domestic services? 

NO 

YES Install 

DCV 

Is there complex plumbing? 

Aesthetically Objectionable? 

(see NYS DOH Guide for more examples) 

NO 

YES Install 

DCV 

Request an exemption by letter. 

* 

* 

* 

* For facilities with roof tanks, cooling towers or treated boilers, DCV’s 

may be installed provided that internal protective devices are installed in 
accordance with the Department of Building requirements. 


