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EXTERIOR RESTORATION

230 Washington Ave, Brooklyn, NY 11205
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Proposed Work:

 Exterior Historic Restoration

* Add rear deck and fence

* Add roof stair bulkhead and railing
* Address sidewalk violation
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EXTERIOR RESTORATION | Restore Historic Conditions
230 Washington Ave, Brooklyn, NY 11205 | Add Bulkhead, Railing, and Deck, and Rectify Sidewalk Violation



Washington Ave Facade Willoughby Ave Facade Rear Facade, visible from Willoughby Ave.

EXTERIOR RESTORATION | Existing Conditions 4

230 Washington Ave, Brooklyn, NY 11205
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Existing Conditions
of Entire Row

EXTERIOR RESTORATION

230 Washington Ave, Brooklyn, NY 11205




Original slate color

Current paint color

EXTERIOR RESTORATION | Restore original Brownstone and Brick Facade Conditions including *STAFF LEVEL* 6
230 Washington Ave, Brooklyn, NY 11205 | | intels, Sills, and Quoins; Chimney Details, and Mansard Roof Color



: Neighbor with original :
*window size intact :

EXTERIOR RESTORATION | Restore original Window Configurations *STAFF LEVEL*
230 Washington Ave, Brooklyn, NY 11205 at Parlor, Cornice, and Oriel Bay



Orlgmal Lintels and Infilled Br|c|<
: Show Historical Configuration :
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EXTERIOR RESTORATION | Restore Rear Facade Windows to Original Size, *STAFF LEVEL*

230 Washington Ave, Brooklyn, NY 11205 | and Replace Windows with Doors



EXTERIOR RESTORATION

230 Washington Ave, Brooklyn, NY 11205

Restore original Cornice Detailing
in New Black Fiberglass Material
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230 Washington Ave

228 Washington Ave
with fiberglass cornice
completed by same
supplier, 2014
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EXTERIOR RESTORATION Proposed Deck off Rear of Parlor Floor 10

230 Washington Ave, Brooklyn, NY 11205



EXTERIOR RESTORATION | Existing Rear Facade 11
230 Washington Ave, Brooklyn, NY 11205 | | ocation for Proposed Deck
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Dekalb Ave 5 2 289 Dekalb Ave. at Waverly Ave. 304 Washington AveatDekalb Ave.
EXTERIOR RESTORATION | Nearby Corner Buildings
230 Washington Ave, Brooklyn, NY 11205 with Rear Structures
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NEW STAR ROOF

Finish
Neutral stucco to match
neighboring chimney
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SIDE SECTION
Proposed Rooftop Bulkhead

and Condenser Location
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EXTERIOR RESTORATION

230 Washington Ave, Brooklyn, NY 11205



Railing set back and not
visible from primary facade
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EXTERIOR RESTORATION | Proposed Rooftop Guardrall 14

230 Washington Ave, Brooklyn, NY 11205
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Proposed Rooftop Bulkhead,

EXTERIOR RESTORATION
Condenser; and Guardrail Mock Up

230 Washington Ave, Brooklyn, NY 11205
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EXTERIOR RESTORATION | Proposed Rooftop 16

230 Washington Ave, Brooklyn, NY 11205 MOC'(UP View Points
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CORNER LOOKING DOWN WILLS WILLOUGHBY AVE LOOKING TOWARD WASHINGTON AVE

wWashington Ave Washington Ave Washington Ave

. Bluestone = 3,474 sq ft (23%)
. Concrete = 11,646 sq ft (77%)

Willoughby Ave
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EXTERIOR RESTORATION | Rectify Sidewalk Violation with
230 Washington Ave, Brooklyn, NY 11205 Tinted Concrete Replacement
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EXTERIOR RESTORATION

230 Washington Ave, Brooklyn, NY 11205

WS
Yaai

e A

DESIGNATION PHOTO___

L e

Rectify Sidewalk Violation with
Tinted Concrete Replacement

Tinted Concrete Mixture:
SCOFIELD Chromic Admixture, "Cool Black” No. 4

1 five-sack-mix bag per 5 ninety-four-lb. bags Medium Grey Portland Cement and sand
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