






400 West Broadway, New York, New York
May 08, 2015

A.1EXTERIOR RENDERING
Scale: NTS



400

N° 400

EXISTING UPPER FLOOR BRICK FACADE &
WINDOWS TO REMAIN.  NO WORK

REMOVE EXISTING STOREFRONT
GLAZING, DOOR, AND
DECORATIVE ASSOCIATED WITH
PREVIOUS BRAND NAME.

REMOVE EXISTING MASONRY ENCLOSURE TO
REVEAL EXISTING CAST IRON PIER.  PATCH AND

REPAIR AS REQUIRED.  PREPARE FOR RESTORATION
OF EXISTING CAST IRON PIER.

REMOVE EXISTING PREVIOUS
BRAND NAME AND EXTERIOR TILES.

REMOVE PREVIOUS BRAND NAME'S
EXTERIOR TILES.

2

EXISTING EXTERIOR LIGHT FIXTURES TO REMAIN.

EXISTING FLAG POLE'S SUPPORTING BRACKETS
TO REMAIN.
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REMOVE EXISTING SLAB AND CUT
SLAB DOWN ACCORDINGLY, TO
PREPARE FOR NEW STONE
INSTALLATION AS REQUIRED. FILL IN
SIDEWALK TO NEW BASE AS
REQUIRED. PATCH AND REPAIR AS
REQUIRED.

WEST BROADWAY

N.I.C.

REMOVE EXISTING STOREFRONT GLAZING,
DOOR, AND DECORATIVE ELEMENTS.

REMOVE EXISTING MASONRY ENCLOSURE TO
REVEAL EXISTING CAST IRON PIER.  PATCH
AND REPAIR AS REQUIRED.  PREPARE FOR

RESTORATION OF EXISTING CAST IRON PIER.

EXISTING AWNING TO REMAIN.  NO WORK

REMOVE EXISTING EXTERIOR STOREFRONT
TILES, SIGNAGE AND AWNING.

REMOVE EXISTING EXTERIOR TILES.

REMOVE EXISTING ROLLING SECURITY GRILLE
AND ASSOCIATED COMPONENTS, AND

SOFFIT. PATCH AND REPAIR AS REQUIRED.

EXISTING EXTERIOR LIGHT FIXTURES TO
REMAIN, AND PROTECT.

N.I.C.

N.I.C.

BUILDING LINE

REMOVE EXISTING MASONRY
ENCLOSURE TO REVEAL EXISTING CAST
IRON PIER.  PATCH AND REPAIR AS
REQUIRED.  PREPARE FOR RESTORATION
OF EXISTING CAST IRON PIER.

REMOVE EXISTING AWNING AND
ASSOCIATED

REMOVE EXISTING MASONRY ENCLOSURE TO
REVEAL EXISTING CAST IRON PIER.  PATCH AND

REPAIR AS REQUIRED.  PREPARE FOR
RESTORATION OF EXISTING CAST IRON PIER.

REMOVE EXISTING ROLLING SECURITY
GRILLE AND ASSOCIATED COMPONENTS
AT INTERIOR SIDE.  PATCH AND REPAIR
AS REQUIRED

BUILDING LINE.

REMOVE EXISTING SOFFIT / OVERHEAD

REMOVE EXISTING STOREFRONT GLAZING,
DOOR, AND DECORATIVE ASSOCIATED WITH

BRAND NAME

16'-51
2" (VIF) (EXIST. MAIN. ENTRY)

22'-21
2" VIF (AREA OF WORK)

REMOVE EXISTING PLATFORM

EXISTING SIDEWALK TO REMAIN.  NO WORK

1

ALL INTERIOR WORK FILED UNDER A
SEPARATE APPLICATION

EXISTING LINTEL TO REMAIN.  RESTORE
AND PAINT.

REMOVE EXISTING SLAB AND CUT SLAB
DOWN ACCORDINGLY, TO PREPARE FOR
NEW STONE INSTALLATION AS REQUIRED.
FILL IN SIDEWALK TO NEW BASE AS
REQUIRED. PATCH AND REPAIR AS
REQUIRED.

STOREFRONT ELEVATION - DEMOLITION
1/4"=1'-0"1

STOREFRONT / PARTIAL PLAN - DEMOLITION
1/4"=1'-0"3

SECTION @ DOOR - DEMOLITION
1/4"=1'-0"2
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EQ.

NEW CUT METAL SHEET WITH BALLERINA PATTERN
BELOW.  SEE ELEVATION BELOW. SHOP PAINTED
MAT FINISH.

NEW METAL DOORFRAME AND
STOREFRONT FRAME. PAINT

COLOR: RAL 8022. MAT FINISH

NEW BANNER POLE ON EXISTING
BRACKETS. NEW WHITE FABRIC

BANNER SIGN WITH BLACK
LETTERING.

BUILDING LINE.

NEW STOREFRONT PLATFORM AT DISPLAY WINDOW.
NATURAL OAK FINISH.

EXISTING SIDEWALK TO REMAIN.
NO WORK

EQ.5'-3"

1'-81
2"

(18" MIN. CLEAR)
3'-3"

(32" MIN. CLEAR)

NEW STOREFRONT GLAZING.  1/2" THICK CLEAR,
STARPHIRE, LOW-IRON, TEMPERED GLASS.

16'-51
2" (VIF) (EXISTING OPENING)

22'-21
2" VIF (AREA OF WORK)

1

RESTORE EXISTING CAST IRON PIER
AND LINTEL.  PAINT COLOR: RAL

8022. MAT FINISH

NEW 1-1/4" THICK COMBLANCHIEN MARBLE BASE
AND FLOORING. MFR: STONE SOURCE. MODEL:
COURTAUD HONED LIMESTONE. FLAMED SURFACE
FOR FLOOR.

REMOVE EXISTING SLAB AND CUT SLAB DOWN
ACCORDINGLY, TO PREPARE FOR NEW STONE
INSTALLATION AS REQUIRED. FILL IN SIDEWALK TO
NEW BASE AS REQUIRED. PATCH AND REPAIR AS
REQUIRED.

RESTORE EXISTING CAST IRON PIER.  PAINT COLOR:
RAL 8022. MAT FINISH

EXIST. BLDG.
ENTRY. N.I.C.

EXISTING BRICK COLUMN BEHIND FACADE, TO
REMAIN.

8"

NEW BLACK LOGO STICKER
1'-7"

1"
5 8"
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NEW CUT METAL SHEET WITH BALLERINA PATTERN. SHOP
PAINTED, MAT FINISH.

NEW 1-1/4" THICK COMBLANCHIEN MARBLE BASE.
MFR: STONE SOURCE. MODEL: COURTAUD HONED
LIMESTONE. (FLAMED SURFACE FOR FLOOR.)

NEW STOREFRONT GLAZING.  1/2" THICK CLEAR,
STARPHIRE, LOW-IRON, TEMPERED GLASS.
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SAMPLE OF METAL SHEET

3

NEW CLEAR GLASS, PAINT COLOR: RAL 8022, ON
BACK WITH ENGRAVED GOLD LOGO ON BACK. LED
ON FRAME SIDES.

EXISTING SIAMESE CONNECTIONS TO REMAIN.
PATCH, REPAIR & PAINT.

NEW CUT METAL SHEET WITH BALLERINA PATTERN.
SHOP PAINTED, MAT FINISH.

NEW BLACK LOGO STICKER

NEW 1-1/4" THICK COMBLANCHIEN MARBLE BASE
AND FLOORING. MFR: STONE SOURCE. MODEL:
COURTAUD HONED LIMESTONE. FLAMED SURFACE
FOR FLOOR. REP: mkaimar@stonesource.com

NEW DOOR HANDLE POLISHED BRASS FINISH

EXISTING FRESH AIR GRILLES (BEHIND NEW
CUT METAL SHEET) TO REMAIN.  NO WORK

NEW CUT METAL SHEET WITH BALLERINA
PATTERN.

NEW METAL DOORFRAME AND
STOREFRONT FRAME. PAINT COLOR: RAL

8022, MAT FINISH

NEW STOREFRONT GLAZING.  1/2" THICK CLEAR,
STARPHIRE, LOW-IRON, TEMPERED GLASS.

 NEW METAL PROFILE TO MATCH
STOREFRONT.  PAINT COLOR: RAL 8022,

MAT FINISH

EXISTING EXTERIOR LIGHT FIXTURES TO
REMAIN. PATCH AND REPAIR AS REQUIRED.

PAINT COLOR: RAL 8022
RESTORE EXISTING CAST IRON  LINTEL.  PAINT
COLOR: RAL 8022. MAT FINISH

NEW METAL PROFILE TO MATCH STOREFRONT.
ENCLOSURE TO COVER EXISTING MASONRY
SUPPORT PIER.  PAINT COLOR: RAL 8022, MAT FINISH

RESTORE EXISTING CAST IRON PIER. PAINT COLOR:
RAL 8022. MAT FINISH
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  RESTORE EXISTING CAST IRON PIER AND
LINTEL.  PAINT COLOR: RAL 8022. MAT FINISH

CLEAN EXISTING BRICK AFTER SIGN REMOVAL.

EXISTING UPPER FLOOR BRICK FACADE &
WINDOWS TO REMAIN.  NO WORK

EXISTING BANNER POLE'S SUPPORTING
BRACKETS TO REMAIN.

EXISTING BRICK COLUMN BEHIND FACADE, TO
REMAIN.

EXIST
BRICK

COLUMN BEYOND

STOREFRONT ELEVATION - PROPOSED
1/2"=1'-0"1

STOREFRONT / PARTIAL PLAN - PROPOSED
1/2"=1'-0"3

STOREFRONT ELEVATION DETAIL @ METAL SHEET WITH BALLERINA PATTERN
1-1/2"=1'-0"4

SAMPLE OF METAL CUT SHEET 
(EXISTING STOREFRONT ON GREENE STREET)2
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2'-113
8"
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3'-71
4"

NEW WHITE FABRIC BANNER SIGN WITH
BLACK LETTERING.

N.I.C.

NEW BANNER POLE ON EXISTING BRACKETS.
PATCH AND REPAIR EXISTING BRACKETS AS

REQUIRED

NEW LACQUERED METAL SHEET. COLOR:
RAL 8022, MAT FINISH

EXISTING EXTERIOR LIGHT FIXTURES TO REMAIN.
PATCH AND REPAIR AS REQUIRED.  PAINT, COLOR:

RAL 8022, MAT FINISH

N.I.C.
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EXISTING LINTEL TO REMAIN, (VIF). RESTORE AND
PAINT COLOR: RAL 8022, MAT FINISH

CLEAN EXISTING BRICK AFTER SIGN REMOVAL

NEW STOREFRONT SIGNAGE.
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