


















































































































































































































 
 
 
 
 
 
 
 
 
 
 

APPENDIX D 
 

SOIL BORING LOGS 
 
 
 
 
 
 
 
 



EEA, INC. 
55 HILTON AVENUE, GARDEN CITY, NEW YORK 

SOIL BORING REPORT LOG 
DATE:   05/21/08  SHEET  1 OF 8 

CLIENT: Jackson Development Corporation LOCATION ID# 

PROJECT  LOCATION: 1016-1026 Washington Avenue, Bronx, NY B-1 
REMARKS:   PROJECT# 08718 

DRILLING CONTRACTOR:                    TSDT, INC. LOGGED BY            SM DRILLER            PR 
HAMMER 

WEIGHT/FALL Casing Type Monitor Well Specification DRILL RIG 
EQUIPMENT SOIL SAMPLER 

    DRILL METHOD

TYPE MACROCORE     

SIZE 2 inch O.D.   

   SURFACE ELEVATION:  NA Surface Materials: Grass/Soil 

GEOPROBE  
LT 54 

MACROCORE  

WATER LEVEL (IN OPEN BOREHOLE):  ~ 10 feet 
DEPTH 

(fbg) SAMPLE DEPTH OVA 
(ppm) MOISTURE STRATA SOIL – ROCK DESCRIPTION – CLASSIFICATION 

0 S-1 0’-4’ 0.0 Dry 
     
     

     
5 S-2 4’-8’ 0.0 Moist 
     
     

     
     
10 S-3* 8’-12’ 0.0 Moist 
     

     
     
     
15     
     
     
     
     
20     
     
     
     
     
25     
     
     
     
     
30     

 
 
 
 
 
 
 

Medium to Fine Tan colored Sand with urban fill 
materials, i.e. – red brick, cinders and ash, no odor 
 
 
Medium Tan to Brown Sand, Fill Material consisting 
of cinders, ash and asphalt, no odor 
 
 
 
 
Fine Silt with moderate amounts of medium 
grained sand, no odor 
 
 
 
 
 
 
End of soil boring at 12 feet. 
 
 
 
 
 
 
 
 
 
 
 
 
* soil sample collected for laboratory analysis 
 

 



EEA, INC. 
55 HILTON AVENUE, GARDEN CITY, NEW YORK 

SOIL BORING REPORT LOG 
DATE:   05/21/08  SHEET  2 OF 8 

CLIENT: Jackson Development Corporation LOCATION ID# 

PROJECT  LOCATION: 1016-1026 Washington Avenue, Bronx, NY B-2 
REMARKS:   PROJECT# 08718 

DRILLING CONTRACTOR:                    TSDT, INC. LOGGED BY            SM DRILLER            PR 
HAMMER 

WEIGHT/FALL Casing Type Monitor Well Specification DRILL RIG 
EQUIPMENT SOIL SAMPLER 

    DRILL METHOD

TYPE MACROCORE     

SIZE 2 inch O.D.   

   SURFACE ELEVATION:  NA Surface Materials: Grass/Soil 

GEOPROBE  
LT 54 

MACROCORE  

WATER LEVEL (IN OPEN BOREHOLE):  ~ 10 feet 
DEPTH 

(fbg) SAMPLE DEPTH OVA 
(ppm) MOISTURE STRATA SOIL – ROCK DESCRIPTION – CLASSIFICATION 

0 S-1 0’-4’ 0.0 Dry 
     
     

     
5 S-2 4’-8’ 0.0 Dry 
     
     

     
     
10 S-3* 8’-12’ 0.0 Moist 
     

     
     
     
15     
     
     
     
     
20     
     
     
     
     
25     
     
     
     
     
30     

 
 
 
 
 
 
 

Tan fine grained Silty Sand, No odor 
 
 
 
Tan medium grained Silty Sand, No odor 
 
 
 
 
 
Medium grained Tan Silty Sand with small amounts 
of medium grained gravel, No staining or odors 
 
 
 
 
 
 
 
 
End of soil boring at 12 feet. 
 
 
 
 
 
 
 
 
 
 
* soil sample collected for laboratory analysis 
 

 



EEA, INC. 
55 HILTON AVENUE, GARDEN CITY, NEW YORK 

SOIL BORING REPORT LOG 
DATE:   05/21/08  SHEET  3 OF 8 

CLIENT: Jackson Development Corporation LOCATION ID# 

PROJECT  LOCATION: 1016-1026 Washington Avenue, Bronx, NY B-3/B-3W 
REMARKS:   PROJECT# 08718 

DRILLING CONTRACTOR:                    TSDT, INC. LOGGED BY            SM DRILLER            PR 
HAMMER 

WEIGHT/FALL Casing Type Monitor Well Specification DRILL RIG 
EQUIPMENT SOIL SAMPLER 

    DRILL METHOD

TYPE MACROCORE     

SIZE 2 inch O.D.   

   SURFACE ELEVATION:  NA Surface Materials: grass/soil 

GEOPROBE  
LT 54 

MACROCORE 

WATER LEVEL (IN OPEN BOREHOLE):  ~ 10 Feet 
DEPTH 

(fbg) SAMPLE DEPTH OVA 
(ppm) MOISTURE STRATA SOIL – ROCK DESCRIPTION – CLASSIFICATION 

0 S-1 0’-4’ 0.0 Dry 
     
     

     
5 S-2 4’-8’ 0.1 Dry 
     
     

     
     
10 S-3* 8’-12’ 0.1 Dry 
     

     
     
     
15     
     
     
     
     
20     
     
     
     
     
25     
     
     
     
     
30     

 
 
 
 
 
 
 

Tan fine grained Silty Sand, no odor 
 
 
 
 
Tan fine to medium Silty, no odor 
 
 
 
 
Medium grained Tan Silty Sand with small amounts 
of Medium Gravel, No Staining or Odors, Water 
table encountered at ~ 10’ 
 
 
 
 
 
 
End of soil boring at 12 feet. 
 
 
 
 
 
 
 
 
 
 
* soil and groundwater sample collected for laboratory analysis 
 

 



EEA, INC. 
55 HILTON AVENUE, GARDEN CITY, NEW YORK 

SOIL BORING REPORT LOG 
DATE:   05/21/08  SHEET  4 OF 8 

CLIENT: Jackson Development Corporation LOCATION ID# 

PROJECT  LOCATION: 1016-1026 Washington Avenue, Bronx, NY B-4 
REMARKS:   PROJECT# 08718 

DRILLING CONTRACTOR:                    TSDT, INC. LOGGED BY            SM DRILLER            PR 
HAMMER 

WEIGHT/FALL Casing Type Monitor Well Specification DRILL RIG 
EQUIPMENT SOIL SAMPLER 

    DRILL METHOD

TYPE MACROCORE     

SIZE 2 inch O.D.   

   SURFACE ELEVATION:  NA Surface Materials: grass/soil 

GEOPROBE  
LT 54 

MACROCORE 

WATER LEVEL (IN OPEN BOREHOLE):  ~ 10 Feet 
DEPTH 

(fbg) SAMPLE DEPTH OVA 
(ppm) MOISTURE STRATA SOIL – ROCK DESCRIPTION – CLASSIFICATION 

0 S-1 0’-4’ 0.0 Dry 
     
     

     
5 S-2 4’-8’ 0.0 Dry 
     
     

     
     
10 S-3 8’-12’ 0.0 Moist 
     

     
     
     
15     
     
     
     
     
20     
     
     
     
     
25     
     
     
     
     
30     

 
 
 
 
 
 
 

Brown Fine Sand, No staining or odors, Fill 
Material 
 
 
Brown fine to medium Sand, No staining or odors, 
Fill material 
 
 
 
 
Tan medium Silty Sand, No staining or odors 
 
 
 
 
 
 
End of soil boring at 12 feet. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
* soil sample collected for laboratory analysis 
 



EEA, INC. 
55 HILTON AVENUE, GARDEN CITY, NEW YORK 

SOIL BORING REPORT LOG 
DATE:   05/21/08  SHEET  5 OF 8 

CLIENT: Jackson Development Corporation LOCATION ID# 

PROJECT  LOCATION: 1016-1026 Washington Avenue, Bronx, NY B-5/B-5W 
REMARKS:   PROJECT# 08718 

DRILLING CONTRACTOR:                    TSDT, INC. LOGGED BY            SM DRILLER            PR 
HAMMER 

WEIGHT/FALL Casing Type Monitor Well Specification DRILL RIG 
EQUIPMENT SOIL SAMPLER 

    DRILL METHOD

TYPE MACROCORE     

SIZE 2 inch O.D.   

   SURFACE ELEVATION:  NA Surface Materials: grass/soil 

GEOPROBE  
LT 54 

MACROCORE 

WATER LEVEL (IN OPEN BOREHOLE):  ~ 10 Feet 
DEPTH 

(fbg) SAMPLE DEPTH OVA 
(ppm) MOISTURE STRATA SOIL – ROCK DESCRIPTION – CLASSIFICATION 

0 S-1 0’-4’ 0.0 Dry 
     
     

     
5 S-2 4’-8’ 0.1 Dry 
     
     

     
     
10 S-3* 8’-12’ 0.1 Moist 
     

     
     
     
15     
     
     
     
     
20     
     
     
     
     
25     
     
     
     
     
30     

 
 
 
 
 
 
 

Fill Material, i.e. – red brick, asphalt 
 
 
 
 
Tan fine Sandy Silt, No Staining or odors 
 
 
 
 
 
Tan fine Sandy Silt, No Staining or Odors 
 
 
 
 
 
 
 
End of soil boring at 12 feet. 
 
 
 
 
 
 
* soil and groundwater sample collected for laboratory analysis 
 

 



EEA, INC. 
55 HILTON AVENUE, GARDEN CITY, NEW YORK 

SOIL BORING REPORT LOG 
DATE:   05/21/08  SHEET  6 OF 8 

CLIENT: Jackson Development Corporation LOCATION ID# 

PROJECT  LOCATION: 1016-1026 Washington Avenue, Bronx, NY B-6 
REMARKS:   PROJECT# 08718 

DRILLING CONTRACTOR:                    TSDT, INC. LOGGED BY            SM DRILLER            PR 
HAMMER 

WEIGHT/FALL Casing Type Monitor Well Specification DRILL RIG 
EQUIPMENT SOIL SAMPLER 

    DRILL METHOD

TYPE MACROCORE     

SIZE 2 inch O.D.   

   SURFACE ELEVATION:  NA Surface Materials: grass/soil 

GEOPROBE  
LT 54 

MACROCORE 

WATER LEVEL (IN OPEN BOREHOLE):  ~ 10 Feet 
DEPTH 

(fbg) SAMPLE DEPTH OVA 
(ppm) MOISTURE STRATA SOIL – ROCK DESCRIPTION – CLASSIFICATION 

0 S-1 0’-4’ 0.0 Dry 
     
     

     
5 S-2 4’-8’ 0.1 Dry 
     
     

     
     
10 S-3* 8’-12’ 0.1 Moist 
     

     
     
     
15     
     
     
     
     
20     
     
     
     
     
25     
     
     
     
     
30     

 
 
 
 
 
 
 

Fill Material, i.e. – red brick, asphalt 
 
 
 
 
Tan fine Sandy Silt, No Staining or odors 
 
 
 
 
 
Tan fine Sandy Silt, No Staining or Odors 
 
 
 
 
 
 
 
End of soil boring at 12 feet. 
 
 
 
 
* soil sample collected for laboratory analysis 
 

 



EEA, INC. 
55 HILTON AVENUE, GARDEN CITY, NEW YORK 

SOIL BORING REPORT LOG 
DATE:   05/21/08  SHEET  7 OF 8 

CLIENT: Jackson Development Corporation LOCATION ID# 

PROJECT  LOCATION: 1016-1026 Washington Avenue, Bronx, NY B-7 
REMARKS:   PROJECT# 08718 

DRILLING CONTRACTOR:                    TSDT, INC. LOGGED BY            SM DRILLER            PR 
HAMMER 

WEIGHT/FALL Casing Type Monitor Well Specification DRILL RIG 
EQUIPMENT SOIL SAMPLER 

    DRILL METHOD

TYPE MACROCORE     

SIZE 2 inch O.D.   

   SURFACE ELEVATION:  NA Surface Materials: grass/soil 

GEOPROBE  
LT 54 

MACROCORE 

WATER LEVEL (IN OPEN BOREHOLE):  ~ 10 Feet 
DEPTH 

(fbg) SAMPLE DEPTH OVA 
(ppm) MOISTURE STRATA SOIL – ROCK DESCRIPTION – CLASSIFICATION 

0 S-1 0’-4’ 0.0 Dry 
     
     

     
5 S-2 4’-8’ 0.1 Dry 
     
     

     
     
10 S-3* 8’-12’ 0.1 Moist 
     

     
     
     
15     
     
     
     
     
20     
     
     
     
     
25     
     
     
     
     
30     

 
 
 
 
 
 
 

Tan fine grained Silty Sand, No odor 
  
 
 
 
Tan fine grained Silty Sand, No odor 
 
 
 
 
 
Tan fine Sandy Silt, No Staining or Odors 
 
 
 
 
 
 
 
End of soil boring at 12 feet. 
 
 
 
 
* soil sample collected for laboratory analysis 
 

 



EEA, INC. 
55 HILTON AVENUE, GARDEN CITY, NEW YORK 

SOIL BORING REPORT LOG 
DATE:   05/21/08  SHEET  8 OF 8 

CLIENT: Jackson Development Corporation LOCATION ID# 

PROJECT  LOCATION: 1016-1026 Washington Avenue, Bronx, NY B-8/B-8W 
REMARKS:   PROJECT# 08720 

DRILLING CONTRACTOR:                    TSDT, INC. LOGGED BY            SM DRILLER            PR 
HAMMER 

WEIGHT/FALL Casing Type Monitor Well Specification DRILL RIG 
EQUIPMENT SOIL SAMPLER 

    DRILL METHOD

TYPE MACROCORE     

SIZE 2 inch O.D.   

   SURFACE ELEVATION:  NA Surface Materials: grass/soil 

GEOPROBE  
LT 54 

MACROCORE 

WATER LEVEL (IN OPEN BOREHOLE):  ~ 10 Feet 
DEPTH 

(fbg) SAMPLE DEPTH OVA 
(ppm) MOISTURE STRATA SOIL – ROCK DESCRIPTION – CLASSIFICATION 

0 S-1 0’-4’ 0.0 Dry 
     
     

     
5 S-2 4’-8’ 0.1 Dry 
     
     

     
     
10 S-3* 8’-12’ 0.1 Moist 
     

     
     
     
15     
     
     
     
     
20     
     
     
     
     
25     
     
     
     
     
30     

 
 
 
 
 
 
 

Medium to Fine Tan colored Sand with urban fill 
materials, i.e. – red brick, cinders and ash, no odor  
 
 
 
Tan fine Sandy Silt, No Staining or odors 
 
 
 
 
 
Tan fine Sandy Silt, No Staining or Odors 
 
 
 
 
 
 
 
End of soil boring at 12 feet. 
 
 
 
 
* soil and groundwater sample collected for laboratory analysis 
 

 



 
 
 
 
 
 
 
 
 
 
 

APPENDIX E 
 

NYCDEP APPROVAL LETTER 
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